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for window profiles production

Oak wood, glued with a special moisture-resistant glue class D4.
Moisture content 10% +/- 2%.

Standard dimensions:
Thickness 43/45/46/72/82/84/98/104/105/112mm
Width 54/56/58/60/62/68/78/85/86/88/94/115/125/135mm

Length Continuous lengths available from 500 to 2500 mm
Connected lengths from 2500 to 4000 mm

We glue the combined veneer:

e oak +ash

o o0ak +veneer + oak
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We can also produce non-standard dimensions

according to the customer's specification.
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Glued timber
for interior and exterior door

profile production
Timber:

o« o0ak

e ash

e pine

o alder

Glued from 3/4 layers.

Standard dimensions:

30/40/50 x 120/220 x 2100/2400 mm

We can also produce non-standard dimensions

according to the customer’s specification.
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Glued construction
timber

Timber:

e pine

e spruce —I
. oak %m&\eﬂ’ﬂ'
e ash @m

Dimensions:

4000/6000 x 140 x on request
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Tipas T4
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Glued woodwork
for stairs, window sills

Timber: oak, ash, pine

Glued from 3/4 layers.

Dimensions:

Thickness 30/40 mm

Width, length prepared according
to order
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Glued wood blanks
for furniture manufacturing

Timber:

o oOak
e pine
o alder

e ash
We produce in solid billets and lengths.

Dimensions:
Thickness 18/20 mm

Width, length prepared according
to order
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Glued timber
for non-standard products

According to the customer’s special orders
and the type of timber chosen.
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for fucades

According to the customer's special

orders and the type of timber chosen.

Tipas F12

Tipas F11

Tipas F10
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300960672
LT100003953310
+370 683 78835
www.elamas.|t
UAB Elamas

Artojy st. 8A, Alytus, LT-62175

CONTACTS

Matas Vadisius

Manager
+370 649 66260

M mMatas@elamas.It
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Tomas Vadisius
Production manager

+370 698 34425
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tomo.plokste@gmail.com



